
ELECTRIC HEATER 
FIREPLACE SERIES TF-EF

Note: Please read the instructions before starting the installation!

Installation manual

Model: TF-EF-3S-1050, TF-EF-3S-1500, TF-EF-3S-2032, TF-EF-3S-840,  
TF-EF-1S-1050, TF-EF-1S-1500, TF-EF-1S-2032
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Read and understand the entire instruction manual. Please read the 
safety information before connecting and using this product. Failure to 
do so may result in fire, electric shock, or serious injury.

Keep this instruction manual for future reference. If you are selling or 
giving away this product, make sure this manual is included with it.
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• THIS FIREPLACE IS HOT IN OPERATION AND CAN CAUSE SERIOUS BURNS 
• Do not start the fireplace before reading the instruction manual. Improper 
handling of the fireplace can cause fire or personal injury. 
• Before servicing, turn off the power to the fireplace and allow the fireplace to 
cool down. To disconnect power from the fireplace, turn off the controls and 
then remove the plug from the socket. 
• This appliance can be used by children over 8 years of age and persons with 
reduced physical, sensory or mental capabilities if they have been given supervi-
sion or instruction concerning the safe use of the appliance and understand the 
possible dangers of the appliance. 
• Do not place clothing or other flammable materials on or near the fireplace. 
• Due to high temperatures, place the fireplace away from furniture and cur-
tains. 
• Make sure you take appropriate safety precautions to protect infants/young 
children from touching hot surfaces. 
• It is necessary to keep the device clean. 
• Do not modify this fireplace under any circumstances. 
• Do not use the fireplace if any part of it has come into direct contact with 
water. 
• Do not operate the fireplace with the glass removed or broken. 
• Keep packaging out of the reach of children. Like all plastic bags, they are not 
toys and should be kept away from children and babies. 
• Servicing should only be carried out when the power to the fireplace is discon-
nected. 
• Unplug the fireplace if it is not used for a long time. 
• Do not use this fireplace with a damaged cord or plug. Do not use the fireplace 
if it is not working properly, has been dropped or damaged in any way. 
• Do not use the fireplace outdoors. 
• Never place the fireplace in a place exposed to moisture. 
• Do not run the cord under the carpet. Do not cover the cord with rugs, rugs, 
etc 
• Connect only to properly grounded outlets. 
• Do not insert foreign objects into the ventilation or exhaust openings, as this 
may cause electric shock, fire or damage to the fireplace. 
• To prevent possible fire, do not block the air inlets or outlets in any way. Do 
not place the fireplace on soft surfaces, such as carpet, where openings may be 
blocked. 
• Make sure there are clearances to combustible materials when constructing a 
mantel or shelving over a fireplace. Elevated temperatures on the wall or in the 
air above the fireplace may cause melting, discoloration or damage to decora-
tions, TV or other electronic components.

IMPORTANT SAFETY INFORMATION
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Dimensional drawings                                                                        

Model

TF-EF-
-3S-1050 

TF-EF-
-1S-1050

TF-EF-
-1S-2032 

TF-EF-
-3S-2032

TF-EF-
-1S-1500 

TF-EF-
-3S-1500

TF-EF-
-3S-840

The length of the 
fireplace 1050mm 2032mm 1500mm 840mm

The height of the 
fireplace 460mm 460mm 460mm 460mm

The width of the 
fireplace 179mm 179mm 179mm 179mm

Frame dimensions                                                                       

Model

TF-EF-
-3S-1050 

TF-EF-
-1S-1050

TF-EF-
-1S-2032 

TF-EF-
-3S-2032

TF-EF-
-1S-1500 

TF-EF-
-3S-1500

AS-H-
M1800A

Length 1060mm 2042mm 1510mm 850mm

Height 470mm 470mm 470mm 470mm

Width 189mm 189mm 189mm 189mm

Electrical parameters                                                                    

Model Tension Power Current

All 230V AC 1500W 6.5 A



Tools required

• Cross screwdriver
• Spirit level
• Tape measure
• Electric drill

Unpacking and setup

Take all parts and the fireplace out of the carton and place them on a clean, soft 
and dry surface. Check the parts list to make sure no parts are missing. If parts are 
missing, please contact your dealer for replacement parts.

CONTENTS OF THE PACKAGE

1 Fireplace Front glass 2 glass side walls

1 Pilot Wood imitation Crystal cubes

Wood screws Plate anchors 
drywall

screws



Wiring

TF-EF series fireplaces can be connected to a grounded 3-pin socket.

Fireplace test before installation

• Before installing the fireplace, test it to make sure it is working properly. 
• Plug the fireplace into a suitable socket and turn it on. After testing the fireplace, 
proceed with the installation. 
• In case of problems, contact technical support.

Electrical requirements

• Use this fireplace only with a 230V AC, 6.5A grounded circuit. Never overload 
the circuit. If this fireplace trips the circuit breaker, disconnect all other devices 
connected to the same circuit before next use. Avoid connecting other appliances 
to the same circuit as this fireplace. 
 
• Check the condition of the electrical plug before each connection. 
 
• Connecting the fireplace to a faulty socket may cause the socket to overheat or 
ignite. 
 
• Make sure the plug fits snugly into the outlet. Faulty wall outlet connections or 
loose plugs can cause the outlet to overheat. If the outlet is hot, discontinue use 
immediately and have a qualified electrician check and/or replace the damaged 
outlet.

Installation WARNINGS

• Due to high temperatures, keep the fireplace away from high traffic areas. 
 
• Flammable materials such as furniture, pillows, bedding, papers, clothes and 
curtains should be kept at least 1 m away from the front of the fireplace. 
 
• Never install the fireplace where it can fall into a bathtub or other body of water. 
 
• Wear protective gloves and safety glasses during installation. Broken glass can 
cause personal injury. 
 
• Do not expose the fireplace to weather conditions (rain, etc.). 



Choosing an installation location

• Measure the space on the wall to ensure that the fireplace will fit in the desired 
space on the wall. 
 
• Minimum clearances:

• Choose a location that is not susceptible to moisture and is at least 100 cm away 
from combustible materials such as curtains, drapes, furniture, bedding, or others. 
 
• Study the safety information regarding the correct installation of the fireplace.

Removing the glass

Remove the windshield before installation. Follow the directions below. 
 
1. Remove all 4 screws to remove the glass panel. 
2. After unscrewing the screws, tilt the glass away from the fireplace to remove it. 
Store the glass panel in a soft and dry place. 
 
NOTE: It is recommended that two people remove the glass panel to minimi-
ze the risk of breakage.

The bottom of the fireplace to the 
floor: 150 mm

Top of the fireplace: 200 mm to the cor-
nice

Fireplace sides: 0 mm Top of the fireplace: 200 mm to the TV

Fireplace back: 0 m Top of the fireplace: 200 mm to the 
ceilingm

front glass

metal
screw



Installing a fireplace in the wall

• Due to the many different finishing materials used on walls, it is recommended 
that a local contractor be consulted before installing the fireplace into the wall. 
 
• Choose a location that is not susceptible to moisture and is at least 100 cm away 
from combustible materials such as curtains, drapes, furniture, bedding, or others. 
 
• Never install the fireplace in load-bearing walls. If the fireplace is built into the 
wall, make a niche ONLY in the partition walls!

Instructions:

1. Choose a place in the wall to install the fireplace. 
2. Make an opening in the wall based on the outside dimensions of the fireplace
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Ways to mount the fireplace in the wall

The TF-EF electric fireplace can be installed in five different configurations:

Three-way installation:

• Glass exposed left, front and right pages 
• The fireplace is completely recessed into the  
   wall with open sides



Two-sided installation:

• Glass exposed to the front and to the left  
   or right. 
• The fireplace is completely recessed into the 
   wall with one side open.

One-sided installation:

• Glass exposed in front of the fireplace. 
• The fireplace is completely recessed into the 
   wall.

Partial recessed installation:

• Glass exposed left, front and right 
   pages 
• The fireplace is partially recessed into the wall 

Installation in a slide-in cabinet:

• Glass exposed left, front and right 
   pages

Recessed installation

Three-way installation:

1. Prepare the hole in the frame according to the dimension table. Provide 230V power in 
the upper right corner of the hole. 
2. Install the metal bracket. 
3. Install the chimney into the opening in the frame using drywall screws to properly secure 
the unit. 
4. Mask the exposed fireplace during the drywall process. Install drywall to the drywall 
stops around the perimeter of the firebox.



Two-sided installation:

1. Follow steps 1 and 2 of the 3-way installation instructions. 
2. Remove the appropriate drywall stops according to the installation (in the example, the 
drywall stops on the left will be removed). 
3. Install the side glass and then the appropriate side cover according to the installation 
(the side glass must be installed before the metal side cover). 
4. Install the fireplace in the frame using drywall screws 
to secure the device. 
6. Mask the exposed fireplace during the drywall process. Install drywall to the drywall 
stops around the perimeter of the firebox.

Three-way installation:

One-sided installation:

1. Follow steps 1 and 2 of the 3-way installation instructions. 
2. Remove the drywall stops on both sides of the fireplace. 
3. Remove the side windows, then install the side covers on both sides 
fireplace. 
4. Install the chimney into the opening in the frame using drywall screws to secure the unit.



Installation in a partial recess

Follow the instructions in the manufacturer’s instructions

Installation of a sliding cabinet

Follow the instructions that came with the slide-in cabinet

Installation of crystals and artificial wood

To install the set consisting of artificial wood and crystal, the windshield must be 
unscrewed. 
  Carefully place the crystal embers (small and large) Randomly place the larger 
crystals on top of the smaller ones to give the embers an extra dimension. Care-
fully place the artificial wood inside the radiator. Reattach the windshield with the 
four screws. 
After connecting the fireplace to a grounded socket, the fireplace is ready for 
operation. Make sure that the electrical installation has adequate overcurrent and 
residual current protection.

Service

This electric fireplace can be operated using the CONTROL PANEL located in the 
upper right corner of the fireplace, using the WIRELESS REMOTE CONTROL or using 
a smartphone with a dedicated application. The operation and functions of the 
indicated methods are the same.



Control panel

Wireless remote control

Control panel features

BUTTON FUNCTION ACTION

ON: Enables the control panel 
and remote control functions. 
Enables the flame effect. 
OFF: Disables the control panel 
and remote control functions. 
Disables the flame effect.

1. Press once. The indicator light 
comes on. The power turns on. 
All features enabled. 
2. Press again. The flame effect 
turns off. The device goes into 
standby mode. All functions turn 
off.

Flame Button: Each time you 
press the flame button, the 
brightness of the flame changes 
NOTE: The flame effect remains 
on until the power button is 
turned off. The flame effect must 
be turned on for the heater to 
turn on.

1. Press once to change flame 
brightness. 
2. Press again until desired flame 
brightness setting is reached.

POWER

BRIGHTNESS OF THE FLAME



BUTTON FUNCTION ACTION

Flame Color Button: Changes the 
color of the flame effect. 
NOTE: The color effect remains 
on until you turn off the power 
button. NOTE: The fireplace 
remembers the last flame color 
used when the fireplace is turned 
off. Disconnecting the fireplace 
will reset the color to the default 
color.

1. Press once to change flame 
color. 
2. Press again until the desired 
setting is reached. There are a 
total of 8 different flame color 
combinations.

Heater Button: Turns the heater 
on and off. 
NOTE: The heater only works 
when the flame effect is ON. If 
the flame effect is OFF, the heater 
will not turn on. 
NOTE: To prevent overheating, 
the heater blows cool air for 
30 seconds after the heater is 
turned off.

1. Press once. The indicator lights 
up. The low heater turns on and 
blows warm air. 
2. Press again. The indicator lights 
up. The high heater turns on and 
blows hot air. 
3. Press again. The heaters turn 
off. The fan blows cool air for 30 
seconds and then turns off.

Reset button: reset to default 
state.

1. Press 3S. Reset to default state.

THE COLOR OF THE FLAME

HEATER BUTTON

RESET

Features of the wireless remote control

• This remote control uses 1 CR2025 battery 
 
• For better operation of the remote control, point the remote control towards the 
front of the fireplace. 
 
DO NOT PRESS the buttons too quickly. Give the device time to respond to each 
command. 
 
• CAUTION: NEVER throw batteries into fire. Failure to observe this precaution 
could result in an explosion. 

Dispose of batteries at your local hazardous materials recyc-
ling center. The symbol of the crossed-out wheeled bin me-
ans that the device should be disposed of separately from 
household waste. The product should be recycled in accor-
dance with local environmental regulations for waste dispo-
sal.



Power button Allows you to turn on/off 
the fireplace

Colorful ring Used to change colors

ZIP fastener Adjustable brightness

Flame selection 
button

When you press this button, 
you can adjust the color, 
brightness and flame mode

Ambient light 
selection button

Once selected, you can ad-
just the ambient light color, 
brightness

Glow light selec-
tor button

Once selected, you can 
adjust the color and bright-
ness of the embers

Mode button
Adjustable flashing mode 
for global or single group 
light

Timer button 1-9H timer setting

Heater activation 
button

Pressing once turns on ½ 
of the heater power, and 
pressing it twice turns on 
the full power of the heater

Sound button Clicking sound on/off

Resetting Button for resetting the 
device

Cleaning 
 
• ALWAYS turn the heater off and unplug the power cord from the power outlet 
before cleaning, maintaining or moving the fireplace. Failure to do so may result in 
electric shock, fire, or personal injury. 
 
• NEVER submerge or spray the fireplace with water. It may cause electric shock, 
fire or personal injury.



Metal: 
• Clean with a soft, slightly damp cloth. 
• DO NOT use brass polishes or household cleaners as these products will damage 
the metal finish. 
 
Glass: 
• Use a good quality glass cleaner. Use a soft cloth. Dry thoroughly with a paper 
towel or lint-free cloth. 
• NEVER use abrasive cleaners, liquid sprays or any cleaners that could scratch the 
surface. 
 
Vents: 
• Use a vacuum cleaner or dust cloth to remove dust and dirt from the vents. 
 
Plastic elements: 
• Wipe gently with a slightly damp cloth and a mild solution of washing-up liquid 
and warm water. 
• NEVER use abrasive cleaners, liquid sprays or any cleaners that could scratch the 
surface.

Maintenance 
 
Electric and moving parts: 
• The fan motors are factory lubricated and do not require lubrication. 
• The electrical components are integrated into the fireplace and cannot be servi-
ced by the customer. 
 
Storage: 
• Store the fireplace in a clean, dry place when not in use. 
  
 
Guarantee 
 
TF-EF series electric fireplaces are covered by a 24-month warranty from the date 
of purchase. 
 
Electrical components such as fan motor, heater motor, control board, remote 
control and control panel are under warranty 
The warranty does not cover damage caused by third parties. 
 
We do not cover damage caused by misuse, accident, lack of maintenance, abuse 
or neglect. Fitting parts from other manufacturers voids the warranty. 
 
The warranty does not cover paint scratches, cosmetic blemishes, dents, corrosion 
or other normal wear and tear associated with the fireplace. The warranty does 
not cover



damage to the fireplace or other elements caused by water, weather conditions, 
prolonged moisture, condensation, harmful chemicals or cleaning agents. 
 
This warranty does not cover breakage of the fireplace glass. 
 
We are not responsible for installation, labor, or any other expenses associated 
with reinstalling a warranted part, and such expenses are not covered by the war-
ranty.
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