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HEATING FOIL UNDER THE MIRROR
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Installation and user manual

@ Note: Please read the instructions before starting the installation!




“TERMOFOL

TERMOFOL self-adhesive heating foil under the mirror

The heating foil prevents water vapor from settling on the mirror surface. Installation is hassle-free thanks
to the self-adhesive foil surface. We connect the foils to a light switch, thanks to which the electricity

consumption is low and a thermoregulator is not required. The mirror with the foil installed can be hung
loosely on the wall surface or glued into the wall facade.
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v Specification

Model Dimensions Power Ohms [Q] Voltage [V] Amp
TF-AF-1 400x400 mm 30 W 1,76 k0 230V 130 mA
TF-AF-2 400x600 mm 44 W 1,20 k0 230V 191 mA
TF-AF-3 520x520 mm 45 W 118 k0 230V 195 mA
TF-AF-4 640x640 mm 100 W 529N 230V 434 mA
TF-AF-5 540x800 mm 88 W 6010 230V 383 mA
TF-AF-6 700x900 mm 108 W 489 0 230V 469 mA
TF-AF-7 300x400 mm 30 W 1.76 k0 230V 130 mA
TF-AF-10 Diameter 300 mm 30 W 1.76 k0 230V 13043 mA
TF-AF-11 Diameter 450 mm 45 W 118 kN 230V 195.65 mA
TF-AF-12 Diameter 600 mm 60 W 881.67 ] 230V 260.87 mA

Our offer includes several types of heating foils for mirrors, characterized by different sizes and power
- the larger the surface, the greater the amount of heat generated to effectively prevent the mirror
from fogging. When choosing a product, take into account that the heating foil must be slightly smal-
ler than the surface of the mirror.

TF-AF-10

diameter 30 cm

TF-AF-5
54x80 cm

TF-AF-4
64x64 cm

TF-AF-11

diameter 45 cm
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INSTALLATION
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Connect the heating foil to the power
supply and stick the mirror to the wall
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